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Marriottsville Road is considered to run in @ North/South direction.
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CONSTRUCTION DETAILS in bredk ared

Instail base mounted NEMA six cabinet/controller and necessary equipment.

Instatl base mounted NEMA five cabinet and relocate UPS equipment.

Install metered service pedestal for underground electrical service per MD-SHA Typical 807.05-01.
Install a 27 f+. steel twin mast arm pole with a 70 ¥t+. and a 50 . mast arms. video camera detection

Overhead Utitilies

vehicle signal headss signs, 20 ft. luminaire arm. and 250 watt HPS lumingire (Note: one 3 in. PVC conduit bend). Secondary - 20.0 ft.

Instalt 24 in. wide Thermoplastic pavement marking - white for stop line.

Instalt 3 in. polyvinyl chloride [Schedule 80] electrical conduit - trenched.

Install 3 in. polyvinyl chloride [Scheduie 80} electrical conduit - bored.

Install 4 in. polyvinyl chloride [Schedule 80] electrical conduit — trenched.

Instalf 4 in. polyvinyl chloride [Schedule 80] electrical conduit - bored.

Remove existing handhole.

Remove existing strain pole and all attached equipment and relocate signs as shown.

Remove existing span wire.

Abandon existing loop detectors.

Cap and abandon existing conduit.

install 4 in. conduit with puil string for an underground electrical service by BGE.

Instal | (non—-invasive) micro—loop probe (set of 3).

Instal | ground mounted sign.

Install 3 in. polyvinyl chloride [Schedule B80] electrical conduit - slotted in roadway.

Remove existing slectrical service pedestat.

Install 2 in. polyvinyl chloride [Schedule 80] electrical conduit for phone |ine.

Install handhole.

Remove existing cabinet. Relocate existing UPS eaquipment to new cabinet.

Leave additional slack in cable for future adjustment of traffic signal heads.

Leave additional slack in cable for future adjustment to probe.{Approx. 25 ft. per cable)

Install 2 in. polyvinyl chloride {Schedute 80} electricel conduit - trenched.

Install 21 f+. (cut from g 27 f+.) steel mast arm pole with a 60 f+. mast arm. video camera defection,
vehicle signal heads, and signs (Note: one 3 in. PVC conduit bend).

Instal! 21 ft. (cut from a 27 f+.) steel mast arm pole with ¢ 38 ft. mast arm. videc camera detection.
vehicle signal headss and signs (Note: one 3 in. PVC conduit bend). Contractor to insure a minimum
10 1. pole base in ground. Pole base may require small extension due to grade difference.

High Voltage - 27.5 ft.
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PROPOSED NEMA PHASING

PROPOSED SIGNALS
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NEMA notes:
Phases associated by a dashed |ine will operate concurrently.
' d Phases associated by a solid line will not operate concurrently.
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SCALE / Y //// \ 1. Video vamera location/aligning shall be coordinated with the SHA Engineer.
®\7’ \ 2. The contractor shall ver’ " =L proposed pole and cabinet locations prior to installation.
/ / iy \ 3. Pavement markings det~ . - proposed and are to be installed by the Confractor
/ \ in accordance with cavidards. All other pavement markings are 1o be

/ y "y \ considered as exisH '
/ /4 / \ 4. Geometrics shall be Firmed prior to the installation of signal equipment. All
L /! ‘| traffic signal foundations shall be instalied at final sidewalk or curb grade for
= = = /—— =/ == / m | closed sectionss highest roadway profile grade for open sections. to meet clearances
| f' as specified in MD 816.03, MD 818.01, MD 818.02, MD 818.04. The contractor shall
/ ‘ /& o i verify ultimate grades prior to the installation of all signal equipment.
/@_/__. I z | ! 5. All underground and overhead utilities shown on these pians dre schematic and
are not to be considered complete. The Contractor shall be responsible for
notifying all utility companies pricr to construction so that all utilities may
be located in the fieid. If the Contractor perceives that a conflict between
the utilities and the troffic signal equipment will occur. the Contractor shall
notify the appropriate Project Engineer immediately.
» Al luminaires shall be supplied with a photocell.
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NOTE TRAFFIC ENGINEERING DESIGN DIVISION
These plans are approved for construction for a period of one (1) year from the date of
approval. Should censtruction not begin within this time frame these plans shall be null MD 99 (O/d FI’EdEI’I'C/\’ Road) at M&I’ffOl‘l‘SVf//E Road
and void without a re-review from the Traffic Engineering design Division. , _
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